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Thank you for purchasing your Impey wet

room system. Before proceeding with the installation

please take a moment to read the following:

� Please read the installation instructions carefully before you start the

installation

If you are unsure about any part of the installation please contact

out technical department or the point at which you purchased the

product

Aqua-Dec is designed to be installed level and flush to the finished

floor

Aqua-Dec can be trimmed by up to 50mm always trim at the wall

edge.

Always use a flexible cement-based tile adhesive and a flexible

grout. Ready mixed tile adhesive should not be used

Aqua-Dec is capable of coping with up to 22 litres of water per

minute depending on the room layout.

As with any wet room there may be splashes of water outside the

graded area. Depending on the room layout consideration should be

given to the use of our Cascade range of shower screens and to the

positioning of other bathroom furniture.

�

�

�

�

�

* ;
(AD8 has a larger trimmable area, please see brochure for further

information) *excludes AD4 & AD5
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Vinyl Installation

Aqua-Dec

X 4

X 16

¾x8

zinc
5x60mm

Timber Floor Construction Page 15-16

Concrete Floor Construction Page 17-18

Tiling Installation

Aqua-Dec DSS1/H or DSS1/V

X 4

X 16

¾x8

zinc
5x60mm

Timber Floor Construction Page 3-8

Concrete Floor Construction Page 10-14

DSS3/H or DSS3/V
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Floating Floor Installation

Floating Floor Construction Page 19-20



Place the Aqua-Dec into the desired

position. Mark around the edge of the Aqua-

Dec

Carefully cut out the line that you have

drawn and remove the floorboards.

Put the Aqua-Dec into position to check that

it fits into the aperture.

Joists

Floorboards Aqua-Dec

Floorboards

Joists

1
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Timber Floor Tiled Installation - DSS1

!!Please read instructions carefully before you start the installation!!

If you are unsure about any part of this installation please contact our technical department
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Remove the Aqua-Dec from the aperture.

Check that the joists are level on all four sides

Fit the waste pipe and shower trap as

required. Solvent weld the waste pipe to the

shower trap outlet.

NOTE: When fitting the waste pipe and

shower trap you will also need to ensure

that the shower trap aligns with the centre

of the hole in the Aqua-Dec when the

Aqua-Dec is put into position.

3

Floorboards

Joists

4

Joists

Floorboards
Shower

Trap
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Install noggins between the joists to ensure

that the Aqua-Dec is supported fully on each

side.

Install battens to the inside of the joists where

the Aqua-Dec is to be installed leaving a

gap of 18mm from the top of the joist. The

battens will support 18mm plywood and will

provide a firm base for the Aqua-Dec to sit

on.

Joists

Floorboards
Shower

Trap

Noggins
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Joists

Floorboards
Shower

Trap Battens

Noggins
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Floorboards have been

removed to show noggins

Floorboards have been

removed to show noggins

5



Fix 18mm plywood to the battens. This will

give you a completely flat and fully

supported base for your Aqua-Dec.

You will need to cut a 260mm diameter hole

in the 18mm plywood directly below the

hole in the Aqua-Dec. This is so you can link

the shower drainage.

NOTE: Some tile adhesive manufacturers

stipulate that you must use 12mm plywood

with their adhesives. If you are using such

an adhesive you will need to put an

additional layer of 12mm plywood in the

area of the Aqua-Dec

Again place the Aqua-Dec in to position and

check that the shower trap aligns with the

centre of the hole in the Aqua-Dec.

Check that the Aqua-Dec is level on all four

sides and pack up accordingly.

8

7

Joists

Floorboards
Shower

Trap Battens
18mm

Plywood

Joists

Floorboards Battens
18mm

Plywood

Shower

Trap

Aqua-Dec

Floorboards have been

removed to show noggins

Noggins

Noggins
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Now that the Aqua-Dec is in position you will

now need to secure it to the joists. Drill and

countersink holes in the Aqua-Dec for the

5x60mm screws. Drilling at a maximum of

400mm centres around the perimeter of the

Aqua-Dec.

NOTE: If required you may drill and

countersink anywhere on the surface of

the Aqua-Dec, not only the pre marked

locations.

It may be necessary to put 4mm plywood

over the rest of the floor to make it level with

the surface of the Aqua-Dec.

NOTE: Some tile adhesive manufacturers

stipulate that you must use 12mm

plywood. If you are using such an

adhesive you should have already built up

the Aqua-Dec in step 7. This will mean that

the top of the Aqua-Dec should be 12mm

above the floorboard.

Joists

Floorboards Battens
18mm

Plywood

Shower

Trap

Aqua-Dec

Joists

Floorboards

Battens

Noggins

18mm

Plywood

Shower

Trap

Aqua-Dec
4mm Plywood
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Noggins
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Drill out the centre of the DSS1 base with a 50mm

holesaw.

Unscrew and remove the 1½” waste fitting from the

shower trap

Fix the DSS1 base to the Aqua-Dec using the four

x8 self tapping screws

You can now fit the tiling grate to the drainage

base by solvent welding the two parts together. The

height of the tiling grate can be adjusted to suit

different depths of tile by rotating it anti-clockwise,

but this must be done before the solvent weld

fuses.

There is also a height extension ring which allows

you to use a larger depth of tile (16-26mm) This is

solvent welded to the height adjustment ring.

¾

Pass the 1½” waste fitting through the 50mm hole

previously drilled through the DSS1 base and screw

into trap using tool provided.

The tiles can now be fitted in an approved manner

using a suitable adhesive. We recommend a

flexible one part cement based tile adhesive with

flexible grout.

The Impey Tilesafe Membrane will now need to

be installed. Please see separate installation

instructions.

12

11 Finally check that the Aqua-Dec is level on

all four sides.

IMPORTANT: The rest of the floor must also

be level.

Joists

Floorboards

Battens

Noggins

18mm

Plywood

Shower

Trap

Aqua-Dec
4mm Plywood
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2

Place the Aqua-Dec in to the desired

position. Mark around the edge of the Aqua-

Dec.

Excavate all concrete within the marked

area to a minimum depth of 25mm.

CONCRETE

CONCRETE SCREED

AQUA-DEC

CONCRETE

CONCRETE SCREED

Concrete Floor Tiled Installation - DSS1

!!Please read instructions carefully before you start the installation!!

AQUA-DEC
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Remove enough concrete for the installation

of a waste pipe and shower trap.

You will need to ensure that when the waste

pipe and shower trap are installed the trap is

located directly below the centre of the hole

in the Aqua-Dec.

Fit the waste pipe and shower trap as

required. Solvent weld pipe to the shower

trap outlet.

Once installed, the shower trap should be

situated directly below the centre of the hole

in the Aqua-Dec.

CONCRETE SCREED

CONCRETE

CONCRETE SCREED

CONCRETE

SHOWER

TRAP
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Place the Aqua-Dec in to position and

check that the shower trap aligns with the

centre of the hole in the Aqua-Dec.

Check that the Aqua-Dec is level on all four

sides and that is flush with the rest of the

floor.

Bed the Aqua-Dec down on a weak sand

cement mix.

Make sure that the Aqua-Dec is level on all

four sides and pack up accordingly. Leave it

to set over night.

CONCRETE

CONCRETE SCREED

CONCRETE SCREED

CONCRETE

SHOWER

TRAP

Weak Sand

Cement Mix

SHOWER

TRAP

15

6

AQUA-DEC
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Now that the Aqua-Dec is in position you will

need to secure it. Drill and countersink holes

in the Aqua-Dec for the 5x60mm screws.

Drilling at a maximum of 400mm centres

around the perimeter of the Aqua-Dec.

CONCRETE SCREED

CONCRETE

SHOWER

TRAP

17

8

AQUA-DEC

Finally check that the Aqua-Dec is level on

all four sides.

IMPORTANT: The rest of the floor must also

be level.

CONCRETE SCREED

CONCRETE

SHOWER

TRAP
AQUA-DEC
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19 Drill out the centre of the DSS1 base with a 50mm

holesaw.

Unscrew and remove the 1½” waste fitting from the

shower trap

Fix the DSS1 base to the Aqua-Dec using the four

x8 self tapping screws

Pass the 1½” waste fitting through the 50mm hole

previously drilled through the DSS1 base and screw

into trap using tool provided.

You can now fit the tiling grate to the drainage

base by solvent welding the two parts together. The

height of the tiling grate can be adjusted to suit

different depths of tile by rotating it anti-clockwise,

but this must be done before the solvent weld

fuses.

There is also a height extension ring which allows

you to use a larger depth of tile (16-26mm) This is

solvent welded to the height adjustment ring.

The tiles can now be fitted in an approved manner

using a suitable adhesive. We recommend a

flexible one part cement based tile adhesive with

flexible grout.

¾

The Impey Tilesafe Membrane will now need to

be installed. Please see separate installation

instructions.
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Timber Floor Vinyl Installation - DSS3

Place the Aqua-Dec into the desired position.

Mark around the edge of the Aqua-Dec.

Carefully cut out the line that you have

drawn and remove the floorboards.

Put the Aqua-Dec into position to check that

it fits into the aperture.

Remove the Aqua-Dec and check that the

joists are level on all four sides.

NOTE: Partial installation of the waste pipe

may be required at this stage depending

on site conditions.

Due to the nature of the DSS3 it will need to

be secured to the Aqua-Dec prior to

installing either the waste pipe or the Aqua-

Dec

Place the Aqua-Dec on its edge and

position the DSS3 into the gully aperture.

Determine the direction the waste pipe will

run and position the DSS3 outlet accordingly.

Using a 3mm drill bit, drill the Aqua-Dec and

using the ¾x8 zinc screws secure the DSS3 to

the Aqua-Dec.

NOTE: Depending on site conditions it may

be easier to solvent weld a short length of

waste pipe to the DSS3 outlet now to

prevent you from having to make the

connection by reaching under the Aqua-

Dec.

!!Please read instructions carefully before you start the installation!!
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If the waste pipe is to pass straight through a

hole in the wall behind the Aqua-Dec, you

will need to make the hole in the wall

sufficiently large enough to allow the pipe to

be fed through it as the Aqua-Dec is lowered

into place.

Check that the Aqua-Dec is level on all four

sides and that the rest of the floor is also

level.

The area is now ready to have the vinyl floor

fitted in an approved manner.

Cut a whole in the vinyl to accept the

clamping ring and finish off by putting cover

cap into position.

Now that the Aqua-Dec is in position check it

is level on all four sides and pack up

accordingly.

Put the Aqua-Dec back into position and

secure it to the joists. Drill and countersink

holes in the Aqua-Dec for the 5x60mm

screws. Drilling at a maximum of 400mm

centre around the perimeter of the Aqua-

Dec

It may be necessary to put 4mm plywood

over the rest of the floor to make it level with

the surface of the Aqua-Dec.
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Concrete Floor Vinyl Installation

!!Please read instructions carefully before you start the installation!!

Place the Aqua-Dec in to the desired

position. Mark around the edge of the Aqua-

Dec.

Excavate all concrete within the marked

area to a minimum depth of 25mm.

Check the Aqua-Dec is level on all 4 sides

and that it is flush with the rest of the floor.

Note: Check that the Aqua-Dec fits the

aperture.

Remove enough concrete for the installation

of the DSS3 and waste pipe.

NOTE: Ensure that the area you excavate

for the DSS3 and waste pipe is directly

below the aperture for the gully in the

Aqua-Dec

NOTE: Partial installation of the waste pipe

may be required at this stage depending

on site conditions.

Due to the nature of the DSS3 it will need to

be secured to the Aqua-Dec prior to

installing either the waste pipe or the Aqua-

Dec

Place the Aqua-Dec on its edge and position

the DSS3 into the gully aperture. Determine

the direction the waste pipe will run and

position the DSS3 outlet accordingly.
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If the waste pipe is to pass straight through a

hole in the wall behind the Aqua-Dec, you

will need to make the hole in the wall

sufficiently large enough to allow the pipe to

be fed through it as the Aqua-Dec is lowered

into place.

Place the Aqua-Dec into position and check

that it is level on all four sides and pack up

accordingly

Using a 3mm drill bit, drill the Aqua-Dec and

using the ¾x8 zinc screws secure the DSS3 to

the Aqua-Dec.

NOTE: Depending on site conditions it may

be easier to solvent weld a short length of

waste pipe to the DSS3 outlet now to

prevent you from having to make the

connection by reaching under the Aqua-

Dec.

Bed the Aqua-Dec Dec down on a weak

sand cement mix or expanding foam.

Make sure that the Aqua-Dec is level on all

four sides and pack up accordingly. Leave it

to set over night.

When bedding material is fully cured drill and

secure the Aqua-Dec in place with 5x60

screw (provided) and raw plugs.

15

16

17

Finally check that the Aqua-Dec is level on all

four sides.

The area is now ready to have the vinyl floor

fitted in an approved manner.

Cut a whole in the vinyl to accept the

clamping ring and finish off by putting cover

cap into position.

IMPORTANT: The rest of the floor must also

be level.

18
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13

14

Concrete slab

50mm insulation

22mm

chipboard flooring

Place Aqua-Dec in position and mark

around.

Carefully cut out and remove

chipboard flooring, vapour barrier and

insulation.

Fit waste pipe and trap making sure it

will align with the centre of the gully

aperture in the Aqua-Dec.

Note: It may be necessary to excavate

some of the concrete sub floor to

accommodate the trap and waste

pipe.

Fit timber support to prevent the edge

of the chipboard flooring from moving

and to provide a firm foundation for the

Aqua-Dec.

Ensure support is fitted level on all sides

and secure the timber to the concrete.

Note: Ensure the dec is supported on all

4 sides

Replace insulation between the

timbers, and reinstate the vapour

barrier as necessary.

Place the Level-Dec in position and

check that it is flush with the floor and

is level on all sides

!!Please read instructions carefully before you start the installation!!

Floating Floor

12
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Note:

When installing the DSS3 drainage options installation will vary from above.

Due to the nature of the DSS3 it will need to be secured to the Aqua-Dec prior to installing either

the waste pipe or the Aqua-Dec.

Place the Aqua-Dec on its edge and position the DSS3 into the gully aperture. Determine the

direction the waste pipe will run and position the DSS3 outlet accordingly.

For further assistance with DSS3 installation please refer to the Aqua-Dec Installation Instructions.

400

Put Dec into position drill and counter

sink holes for the 4x60mm screws. Drilling

at a maximum of 400mm centres

around the perimeter of the Dec.

Fix down the edges of the floor to

prevent it from moving

DO NOT

DO NOT

over counter sink the screw

holes.

over tighten screws.

Drill out the centre of the trap-a-dapta

(base) with a 50mm holesaw.

Fix the trap-a-dapta to the hole in the

Level-Dec using the 4 ¾x8 self tappers

.

and connect it to the shower waste

trap

For more detailed information on how

the waste is fitted, see separate trap-a-

dapta fitting instructions.

Finally check that the Dec is level on all

4 sides.

The non-slip vinyl flooring or the tiled

flooring can now be fitted in an

approved manner.

IMPORTANT: The rest of the floor must

also be level.
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